


High-Speed Photo Printer

ODP,PB-&s0100]

Two 6 x 4" prints from 6 x 8" / 9" Media T 300 x 600 dpi High Quality Print.
CCIGEE S Jam-free Mechanism.

P Specifications
Mode| DPB-6000 Brint Speed APPI’OX. 8sec. até x 4"
Printing Method  Dye Sublimation Thermal Transfer
Print Head 300 dpi Dual Line Head Buffer Memory 64 MB (32 MB / Image x 2)
Resolution 300 x 600 dpi Interface UsB 2.0
Gradation 24 bit (16.7 Million Colors) Prinfer Driver Windows® 2000/XP
Paper Type Roll Paper Software Development Kit ~ Windows® 2000/XP
127 x 89 mm (5 x 3.5") (upon request)
127 x 178 mm (5 x 7") . :
152 x 102 mm (6 x 4") Dimensions 300 mm (W) x 411.2 mm (D) x 352.5mm (H)
Print Size "
}g% i ggg :: Eg i gu} Weight Approx. 25 kg {without Media)
1526 102.mm 12 (A% 2) Power Supply Universal AC 100 - 240 V, 50/60 Hz
: " 0 Power Consumption 250 W
: . 600 prints (5 x 3.5", 6 x 4") P
Media Capacity 308 rints (5 x 77), 273 prints (6 x 8", 6 x 9"]
P Dimensions (mm)
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@Microsoft and Windows are registered trademarks of Microsoft Corporation in the United States and other countries. @Specifications and features
are subject to change without prior notice. @Body color of DPB-68000 may appear slightly different in actual product.

& Noticel Please read the instruction manual before starting to use DPB-6000 in order to make sure the correct and safe use
" of the printer.
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vour total imaging solutions International Markefing & Sales Dept.

4 Bernard Drive 20-13, Osaki 1-chome, Shinagawa-ku, Tokyo,

. . . 141-0032, Japan
Melton ~ South Victoria ~ 3338 Australia Phone: 81°3-5740.7176 FAX:81-3-57407177
Tel: +61 (3) 9747 6452 Internet: http://www.nidec-copal.co.jp/

Contact: dpb@copal.co.jp
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